
Nitrite-Free.

ｐH=8.4 ｐH=9.0

Not Applicable Amount to PRTR Law Not Applicable Amount to PRTR Law

No StainsNo StainsNo StainsNo Stains Degreasing × Rust Inhibiting　Degreasing × Rust Inhibiting　Degreasing × Rust Inhibiting　Degreasing × Rust Inhibiting　Recommended ProductsRecommended ProductsRecommended ProductsRecommended Products Low BOD and Low COD.Low BOD and Low COD.Low BOD and Low COD.Low BOD and Low COD.

ｐH=10.2

LC-513LC-513LC-513LC-513 LC-456LC-456LC-456LC-456 LC-535LC-535LC-535LC-535

Luster Finishing Luster Finishing Luster Finishing

ｐH=9.7 ｐH=9.8

Not Applicable Amount to PRTR Law Not Applicable Amount to PRTR Law Not Applicable Amount to PRTR Law

Nitrite-Free. Nitrite-Free. Nitrite-Free.

Superior in Cleaning PerformancesSuperior in Cleaning PerformancesSuperior in Cleaning PerformancesSuperior in Cleaning Performances Superior DurabilitySuperior DurabilitySuperior DurabilitySuperior Durability Neutral Liquid Type（FOR Al ・Zn)Neutral Liquid Type（FOR Al ・Zn)Neutral Liquid Type（FOR Al ・Zn)Neutral Liquid Type（FOR Al ・Zn)

ｐH=8.9 ｐH=9.8 ｐH=8.5

Not Applicable Amount to PRTR Law Not Applicable Amount to PRTR Law Not Applicable Amount to PRTR Law

LC-285LC-285LC-285LC-285 LC-475LC-475LC-475LC-475 LC-506LC-506LC-506LC-506

Luster Finishing ・ Middle Finishing Luster Finishing Luster Finishing

Excellent in Degreasing Performances.Excellent in Degreasing Performances.Excellent in Degreasing Performances.Excellent in Degreasing Performances. Recommended ProductsRecommended ProductsRecommended ProductsRecommended Products Specialized for CopperSpecialized for CopperSpecialized for CopperSpecialized for Copper

ｐH=11.6

Nitrite-Free. Nitrite-Free.

ｐH=9.7 ｐH=7.7

Not Applicable Amount to PRTR Law Not Applicable Amount to PRTR Law Not Applicable Amount to PRTR Law

Nitrite-Free. Nitrite-Free.

LC-419LC-419LC-419LC-419 LC-454LC-454LC-454LC-454 LC-458LC-458LC-458LC-458

Luster Finishing Luster Finishing Luster Finishing

Low FoamingLow FoamingLow FoamingLow Foaming Low BOD and Low COD.Low BOD and Low COD.Low BOD and Low COD.Low BOD and Low COD. Best for Hard WaterBest for Hard WaterBest for Hard WaterBest for Hard Water

ｐH=9.2

Not Applicable Amount to PRTR Law Not Applicable Amount to PRTR Law

Nitrite-Free. Nitrite-Free. Nitrite-Free.

LC-405LC-405LC-405LC-405 LC-496LC-496LC-496LC-496 LC-235LC-235LC-235LC-235

Luster Finishing Luster Finishing Middle Finishing

WettingWettingWettingWetting Grant red color to copper productsGrant red color to copper productsGrant red color to copper productsGrant red color to copper products Neutral Liquid TypeNeutral Liquid TypeNeutral Liquid TypeNeutral Liquid Type

ｐH=10.1

Liquid CompoundLiquid CompoundLiquid CompoundLiquid Compound

LC-135LC-135LC-135LC-135 LC-100LC-100LC-100LC-100

Degreasing Degreasing

Neutral Liquid TypeNeutral Liquid TypeNeutral Liquid TypeNeutral Liquid Type Recommended ProductsRecommended ProductsRecommended ProductsRecommended Products

ｐH=11.6 ｐH=8.3

Not Applicable Amount to PRTR Law Not Applicable Amount to PRTR Law Not Applicable Amount to PRTR Law

Nitrite-Free. Nitrite-Free. Nitrite-Free.

LC-617LC-617LC-617LC-617 LC-613LC-613LC-613LC-613 LC-634LC-634LC-634LC-634

Rough Finishing Rough Finishing Rough Finishing 

ｐH=9.7 ｐH=8.3

Not Applicable Amount to PRTR Law
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